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SAILING DIRECTIONS CORRECTIONS

PUB 160               1 Ed 1998                        LAST NM 1/01
Page 143—Line 7/R; insert after:
Vessel Traffic Service 148

(NIMA) 11/01

Page 148—Line 32/R; insert after:
Vessel Traffic Service

Regulations.—All vessels in South African waters are to
maintain a constant listening watch on VHF channel 16,
unless in the area of a VTS System when the watch should
be on the appropriate designated frequency.

0.0Navigational safety calls, comprising the vessel’s name,
position, and intended course of action, are to made on VHF
channel 16 in the event of any of the following:

1. Risk of collision.
2. A call from another vessel indicating that a close

quarters situation is developing.
3. Overtaking, or being overtaken, in a narrow

channel.
4. Doubt about another vessel’s intentions.
5. An obstruction or bend in the channel which may

obscure approaching vessels.
6. In restricted visibility, approaching charted routes

or groups of vessels.
7. If vessel is restricted in its ability to maneuver.
8. Approaching dredges and floating plants in

restricted waters, which are not covered by a VTS system.
9. Leaving a berth, anchorage, mooring area, etc.
10. Any other occasion when a call could contribute to

safe navigation.
0.0 Vessel Traffic Services.—The following information
applies to all South African Inshore VTS systems (as distinct
from an offshore system; i.e., for laden tankers off the
Alphard Bank), unless otherwise stated:

1. Description.—Participation in these VTS systems is
mandatory for the following:

a. Vessels of 15m or more in length.
b. Towing vessels where the tow is 15m or more in

length, or the overall length of vessel and tow is 30m or
more.

c. Any passenger carrying vessels.
d. All vessels carrying dangerous or pollutant cargo.

2. Procedure.—Vessels may be required to report the
following information:

a. Vessel’s name.
b. Call sign.
c. Position.
d. ETA of vessel entering the VTS zone.
e. Destination.
f. ETA at destination.
g. Whether any pollutant or dangerous goods cargo is

carried on any vessel or object being towed or pushed.
h. ETD from a berth.
i. ETA at a location requiring a report (such as a

reporting system).

The above information must be reported, as follow
when:

i. Entering a VTS Zone.—Fifteen (15) minutes
before entering a VTS zone, a vessel must apply f
Traffic Clearance, stating 2a through 2g as specifi
under Procedure.

ii. Arriving at a Reporting-in-Point (RP).—On
arriving at an RP, a vessel must report 2a, 2c, and
as specified under Procedure.

iii. Arriving at a berth.—As soon as practicable
after arriving, a vessel must report 2a and 2c
specified under Procedure.

iv. Departing a berth.—Five (5) minutes prior to
departing a berth, a vessel must report 2a through
and 2e through 2h as specified under Procedure.

v. Immediately prior to departing a berth.— A
vessel must report 2a, 2c, and 2i as specified und
Procedure.

vi. Maneuvers.—Fifteen (15) minutes prior to
commencing any maneuver listed below, vessel mu
apply for traffic clearance stating 2a and 2c a
specified under Procedure, plus a description of th
intended maneuvers:

A. Compass adjustment.
B. The calibration and servicing of navigationa

aids.
C. A sea trial.
D. A dredging operation.
E. The laying, picking up, and servicing of a

submarine cable or navigation mark.
F. Any other maneuver that may be detriment

to safe navigation.
As soon as possible after the maneuver is completed

description of the maneuver (just completed) must
communicated to the VTS center.

3. Incident Reports.—Vessels should immediate
report any of the following and include 2a and 2c a
specified under Procedure:

a. An onboard fire that may impair safe navigation.
b. The involvement of the vessel in a collision

grounding, or striking that may impair safe navigation
c. Any defect to the vessels hull, main propulsio

equipment, steering, radars, compass, radio equipme
anchors, or cables that may impair safe navigation.

d. Any discharge or threat of discharge of a polluta
from the vessel.

e. Another vessel in apparent difficulty.
f. The presence of any other vessel which ma

impede the movement of other vessels.
g. Any obstruction to navigation.
h. Any aid to navigation that is functioning

improperly, damaged, off-position, or missing.
i. The presence of any pollutant in the water.
j. Any weather condition which may impair safe

navigation.
Items f, g, and h need not be reported if th

information has been previously reported by Notice
Mariners or Coastal Navigation Warnings.

4. VHF Equipment Failure.—In the event of VHF
radio failure, the VTS Center should be alerte
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immediately by sending a message by MF, RT, or WT
through a Coast Radio Station or another vessel, or by
other means, stating that there is a failure and giving the
vessel’s position and destination.

5. Note.—All times should be given in local time
(UTC+2).
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